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Burner Manufacturer:  Cleaver Brooks, 
                                                  Industrial Combustion
HV Terminal:  Rajah Connector
Junction Box:  Internal
Replaces:  Webster: 612-8A021
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Burner Manufacturer:  Gordon Piatt
HV Terminal:  Thumb Screw
Junction Box:  Internal
Replaces:  Webster: 612-6A020/612-6A072
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Burner Manufacturer:  Dunham-Bush, Iron Fireman
HV Terminal:  Rajah Connector
Junction Box:  Internal
Description:  1/4-20x1” Mounting Studs
Replaces:  Webster: 612-8AB017
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Burner Manufacturer:  Power Flame
HV Terminal:  Thumb Screw
Junction Box:  Internal
Description:  1/4-20 x 1” Mounting Studs
For Ground Wire Model Add “G”
Replaces:  Webster: 612-6A056
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HV Terminal:  Thumb Screw
Description:  Conduit Connection
Replaces:  Webster: 612-6A7, 
                       France: 6EEGW-2
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Burner Manufacturer:  Ray Burner
HV Terminal:  Thumb Screw
Description:  Conduit Connection
Replaces:  Webster: 613-6A10, 
                       France: 3RAFYR-14
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Burner Manufacturer:  Webster
HV Terminal:  Thumb Screw
Junction Box:  Internal
Description:  Primary with 3 wires, one ground
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Burner Manufacturer:  North American 
HV Terminal:  Rajah Connector
Junction Box:  Internal
Replaces:  Webster: 612-8A02

Model Electrical Specifications

1092 120 Volt, 50/60 Hz, 6000 Volt Secondary, 25/20mA, One End Ground

1112 240 Volt, 60 Hz, 6000 Volt Secondary, 20mA, One End Ground

1196 240 Volt, 50 Hz, 6000 Volt Secondary, 20mA, One End Ground
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