Regulators

HD Main Valve ¢ Ductile Iron

Main Valve HD-Series STANDARD Main Valve Spring: plot mounfing
Sizes 12" - 6 Inlet Pressure: 15-300 PSIG surface
Connections NPT: 172" - 2" Example Model Code: HD-12-N
FLG: 1" - 6"
Body Material Ductile Iron
PMO Max. Operating Pressure 300 PSIG . .
Design Pressure/ NPT 450 PSIG @ 650° F LOW-PRESSURE Main Valve Spring:
Temperature Ratings 150# FLG 150 PSIG @ 566° F Inlet Pressure: 5-20 PSIG
TMA/PMA 300# FLG 450 PSIG @ 650° F Example Model Code: HD-12-N-LP
82
gL
S
£ 3 Model Code Configuration Chart
-
el Models Code Size Code  Connection Type Options  (Suffix)
HD  Full Port 12 1/7 N NPT (1/2"-2") SSD  SS Diaphragm
HDR  Reduced Port 13 3/4" BSP  BSPT (1/2-2") SSXT  SS External Tubing
14 1" F150 150#FlG (1"—=6") LP Low Pressure Main Valve Spring
15 11/4" F300 300#FL6 (1"—6") with EPDM Diaphragm
16 112
:; 31 Note: For more than one Option,
19 3,,/ g combine suffixes.
20 4 Example: SSD-SSXT
22 6"

Model Codes below are for HD Main Valve ONLY. Control Pilot must be ordered
separately. When two or more pilots are used on the same valve, a pilot adapter

must be ordered also. Use Part Number BADAPTER. Ordering Instructions:
Size /Connecion ~ STANDARD LOW-PRESSURE Weight NOTE: When two or more pilots are used on the same valve:
Inlet Pressure Inlet Pressure Ibs An additional Pilot Adapter for Second Pilot is required:
]5 _ 300 PSI 5 _ 20 PSI (NO‘ required fOI' Solenoid PIIOI)
Use part number: (BADAPTER)

1/2" NPT HD-12-N HD-12-N-LP 24
3/4” NPT HD-13-N HD-13-N-LP 24 Options & Adders: Code
] NPT HD-14-N HD-14-N-LP 30 Low Pressure Main Valve: LP
R T AR 1T S—

— — — Stainless Steel Diaphragm: SSD
11/ NPT HD-15-N HD-15-N-LP 20 Stainless Steel External Tubing: SSXT
11/2" NPT HD-16-N HD-16-N-LP 51
11/2" 150# FLG HD-16-F150 HD-16-F150-LP 54 . .

., Required for secondary Pilot: BADAPTER

11/2" 300# FLG HD-16-F300 HD-16-F300-LP 60 (Not required for Solenoid Pilot)
2" NPT HD-17-N HD-17-N-LP 72
2" 150# FLG HD-17-F150 HD-17-F150-LP 80
2" 300# FL6 HD-17-F300 HD-17-F300-LP 82 Example Model Codes for Main Valve:
21/2"150#Fl6  HD-18-F150 HD-18-F150-LP 105 1) HD-15-N _
21/2"300#FLl6  HD-18-F300 HD-18-F300-LP 109 (HD Series Valve with 11/4” Threaded,

- NPT connections)
3" 150# FLG HD-19-F150 HD-19-F150-LP 150 7) HDR-16-F150
3" 300# FLG HD-19-F300 HD-19-F300-LP 158 (HD Series Valve, Redqced Port with 112"
4 T50¢ G HD-20-F150 HD-20-F150-LP 230 . 150# Flanged connecfions)

p o OLERN. HD-20-F300-SSXT
4" 300# FLG HD-20-F300 HD-20-F300-LP 250 (HD Series Valve with 4” 300# Flanged
6" 150# FLG HD-22-F150 HD-22-F150-LP 450 connections & SS External tubing)
6" 300# FLG HD-22-F300 HD-22-F300-LP 472
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Regulators

HD Main Valve ¢ Ductile Iron

A
FLG
A
NPT (A) Face-To-Face Weight (Ibs)
Size NPT 150# 300# B C D NPT 150# 300#
172" 43/s 51/2 338 62 18
3/4" 43/s 51/2 338 62 18
c 1 53/8 51/2 6 61/4 31/2 7 23 40 45
FLOW 1" | 62 Tls 47z 8%a | 43
» 11" | 74 678 738 | 73/8 47/s 834 43 55 60
2" 7/2 81/2 9 81/4 53/ 107/s 65 75 85 o =
21/2" %5 10 9 5% 1134 100 105 o2
3 10 10%a | 87/8 6% 1314 130 145 gg
B 4" 117/ 1212 |107/s T2 143/ 215 235 3 %
6" 151/ 16 141/ 10 193/ 420 470 5’, Eg_
Option: Stainless diaphragms and external tubing - consult factory

Standard pilot mounting is on the right side of the regulafor when looking into the outlet
port (as shown). Pilot mounting on HD regulators are field-reversible.

MATERIALS

o Dt o
Cover Ductile Iron
Inlet Pressure Range: (for Main Valve): Gasket Grafoil/Garlock
15 PSIG (Standard Main Valve) Cover Screws Steel
5 PSIG (Low-Pressure Main Valve) Pilot Adapter Ductile Iron/Cast Steel
Screen Stainless Steel
Minimum Differential Pressure (for Main Valve):* Tubing Copper
10 PSI (Standard Main Valve) Valve Seat Hardened SST (55Rc)
3 PSI (Low-Pressure Main Valve) Valve Disc Hardened SST (55Rc)
* Not required for Temperature Pilot applications Diaphragm Phosphor Bronze (standard)
EPDM (Low Pressure Main Valve)

Ordering Instructions: HD Series Regulator with a Pilot

Model Code for Main Valve: HD-19-F150 HD Series Valve with 3" 150# Flanges
Model Code for Pilot: PP-B Pressure Pilot, 20-100 PSIG (Blue spring color)

HD Valve with Pressure Pilot

HD Valve with Temperature Pilot HD Valve with Pressure & Temperature Pilots

*f 2 Pilots are
used on the
same valve,
a Secondary
Pilot Adapter
is required.

Model Code for Main Valve: HD-17-F150
(2" HD Series Valve with 150# Flanges)

Model Code for Pilot: PP-B
(Pressure Pilot with 20-100 PSIG Range)

Model Code for Main Valve: HD-17-F150
(2" HD Series Valve with 150# Flanges)

Model Code for Pilot: PTU-14-8
(Temperature Pilot (100-160° F) with 8 Ft. Capillary)

Tel: 610-495-5131 - Pottstown PA « USA ¢+ www.wafsonmcdaniel.com

Model Code for Main Valve: HD-17-F150
(2" HD Series Valve with 150# Flanges)

Model Code for Pilot: PP-B
(Pressure Pilot with 20-100 PSIG Range)

Model Code for Pilot: PTU-14-8
(Temperature Pilot (100-160° F) with 8 Ft. Capillary)

Model Code for Secondary Pilot Adapter*: BADAPTER
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Regulators

Full Port
CAPACITIES - Steam (Ibs/hr) FULL PORT
Inlet Outlet
Pressure Pressure -II ] 3/ " -In -I '|I4|| -I 'Ilzll 2|| 2]/2“ 3“ 4|| 6“
(PSIG) | (PSIG)
Cy Factors 3.8 6.7 11 15 21 37 55 7 113 241

5 0 85 150 250 350 500 800 1200 1600 2600 5500
2 80 140 230 310 440 710 1100 1500 2400 5100
0 115 200 325 450 600 1100 1650 2100 3600 7800
7 2 105 180 300 400 575 1000 1500 2000 3100 6700
3 90 160 275 375 525 900 1300 1800 2800 6000
0 150 260 425 575 850 1500 2200 2800 4600 9900
10 2 140 240 400 550 800 1400 2100 2700 4300 9100
] 100 175 300 400 600 1000 1600 2000 3200 6900
- 0 160 280 475 600 900 1600 2400 3100 4900 10300
o8 12 4 140 240 400 550 800 1400 2100 2700 4300 9100
[ X} 1 125 200 375 500 700 1200 1900 2400 3800 8200
a E 0-3 190 325 550 750 1000 1800 2700 3500 5600 12000
o35 15 5 175 300 500 700 900 1700 2500 3200 5200 11100
= O 8 140 250 400 500 800 1300 2000 2600 4200 8900
g ) 0-5 210 375 625 850 1200 2100 3100 4000 6400 13700
o 20 10 190 325 550 750 1000 1800 2700 3500 5600 12000
12 170 300 500 675 950 1600 2500 3200 5100 10800
0-7 250 450 775 1050 1500 2600 3800 5000 7900 16900
25 10 225 425 700 975 1300 2400 3600 4600 7300 15600
15 200 350 600 800 1100 2000 3000 3900 6200 13200
0-12 275 500 800 1100 1500 21700 4100 5200 8300 17800
30 15 250 450 750 1000 1400 2500 3800 4900 7800 16600
20 225 375 650 850 1200 2100 3200 4100 6500 14000
0-18 350 600 1000 1350 1900 3300 5000 6400 10300 21900
40 25 300 500 850 1150 1600 2800 4200 5400 8700 18500
30 250 425 700 1000 1400 2500 3700 4700 7600 16100
0-20 400 700 1200 1650 2300 4100 6000 7800 12400 26500
50 30 350 650 1100 1500 2000 3600 5400 6900 11000 23600
40 275 500 800 1100 1500 2700 4100 5200 8300 17800
0-30 475 850 1350 1900 2600 4600 6900 8900 14200 30300
60 35 425 175 1250 1700 2400 4300 6400 8200 13100 27900
50 300 525 850 1200 1600 2900 4300 5600 8900 19000
0-35 575 1000 1650 2300 3200 5600 8300 10800 17200 36600
75 50 475 825 1350 1900 2600 4600 6900 8900 14100 30100
60 400 700 1150 1600 2200 3900 5800 7400 11800 25200
0-45 675 1200 1950 2700 3700 6600 9800 12700 20200 43100
90 60 575 1000 1700 2300 3200 5700 8500 10900 17400 37100
75 425 750 1200 1700 2300 4100 6100 7900 12600 27000
0-50 750 1300 2100 3000 4100 7300 10800 14000 22200 47500
100 60 700 1200 2000 2700 3800 6700 10000 12900 20500 43800
80 500 875 1400 1900 2700 4800 7100 9200 14700 31300
0-60 925 1650 2700 3700 5200 9100 14000 17500 28000 59500
125 75 825 1475 2400 3300 4600 8200 12200 15700 25000 53500
100 625 1100 1800 2500 3500 6200 9200 11900 19000 40400
0-75 1100 1900 3100 4300 6000 10600 15800 20400 32400 69100
150 100 925 1600 2700 3600 5100 9000 13400 17400 27700 59000
125 650 1150 1900 2600 3600 6400 9500 12300 19600 41900
0-85 1275 2250 3700 5000 7100 12500 18600 24000 38200 81400
175 125 1000 1800 2900 4000 5600 9900 14700 18900 30100 64300
150 750 1300 2100 2900 4100 7300 10800 14000 22200 47500
0-100 1450 2500 4200 5700 8000 14100 21000 27100 43100 92000
200 125 1300 2300 3700 5100 7100 12600 18700 24100 38400 81900
150 1075 1900 3100 4300 6000 10600 15700 20300 32300 68900
0-120 1575 2800 4600 6200 8700 15400 22900 29500 47000 100200
225 150 1450 2500 4200 5700 8000 14100 21000 27200 43300 92300
175 1350 2400 3900 5300 7400 13100 19500 25200 40100 85500
0-130 1750 3100 5100 6900 9700 17100 25500 32900 53400 111800
250 150 1650 2900 4700 6500 9100 16000 23800 30800 49000 104600
200 1200 2100 3500 4800 6700 11900 17600 22800 36200 77300
0-160 2045 3605 5920 8075 11310 19220 29610 38230 60840 129750
300 175 1945 3425 5625 7670 10740 18925 28130 36320 57800 123270
200 1780 3140 5155 7030 9840 17340 25780 33275 52960 112950

0-200 7980 14800 24000 48800 78000

400 250 7550 13800 23800 46200 73950

300 6700 12100 21200 41000 65200

0-225 8970 16000 28000 55000 87600

450 300 8500 15000 26900 52100 83200

350 7540 13300 23900 46200 73900

Note: For inlet pressures in green shaded area, use low pressure main valve and low pressure femperature pilof.
For 400 & 450 PSIG inlet pressures, use HSP & HSP-SS regulator only.
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Regulators

CAPACITIES — Steam (Ibs/hr) REDUCED PORT

Inlet Outlet
Pressure | Pressure |  1/2" 3/4" ™ 11/5" 112" 2" 21/ 3" 4" 6"
(PSIG) | (PSIG)
Cy Factors 1.4 33 5.6 7.8 13.3 18.8 25.9 a7 74 163
5 0 15 35 59 82 140 197 272 438 77 1712
2 13 32 53 75 128 181 249 401 712 1569
0 21 48 82 115 195 276 381 613 1088 2396
7 2 20 46 79 110 187 265 365 587 1042 2296
3 19 44 74 104 177 250 344 554 983 2165
0 29 70 117 164 279 395 544 876 1554 3423
10 2 28 68 115 160 274 387 533 858 1523 3354
5 25 60 102 142 242 342 471 758 1346 2964
0 35 83 141 197 335 473 653 1051 1865 4108 -
12 4 33 78 133 185 316 446 615 990 1758 3873 : ;—
7 29 68 115 160 272 385 530 854 1515 3336 @ -
0-3 43 102 173 241 410 580 800 1287 2284 5031 (=e)
15 5 4 98 166 232 395 558 769 1238 2198 4841 >3
8 37 88 149 208 354 500 690 1111 1972 4343 Ogd
0-5 571 134 227 317 541 764 1053 1696 3009 6629 3 o
20 10 51 120 204 284 483 684 942 1517 2692 5929 o
12 47 111 188 262 447 632 870 1401 2486 5477
0-7 70 166 282 393 670 948 1305 2102 3730 8215
25 10 67 158 269 375 640 905 1246 2006 3561 7843
15 59 139 235 328 559 790 1088 1751 3108 6846
0-12 81 190 323 450 768 1085 1495 2408 4273 9411
30 15 76 180 305 426 726 1025 1413 2275 4037 8892
20 66 155 263 366 625 883 1216 1958 3475 7654
0-18 105 248 420 585 998 1410 1943 3128 5551 12227
40 25 99 199 367 511 872 1232 1698 2734 4852 10688
30 78 183 311 433 739 1044 1439 2317 4111 9056
0-20 135 318 539 751 1280 1809 2492 4013 n21 15686
50 30 118 271 470 655 117 1579 2175 3502 6216 13692
40 88 208 353 491 838 1184 1632 2627 4662 10269
0-30 153 360 611 851 1451 2051 2826 4550 8074 17786
60 35 143 338 573 798 1361 1924 2651 4268 7573 16682
50 98 230 390 543 926 1309 1804 2904 5154 11353
0-35 195 460 780 1086 1853 2619 3608 5809 10308 22706
75 50 164 387 657 916 1561 2207 3040 4895 8687 19135
60 132 312 529 737 1257 1777 2448 3941 6993 15404
0-45 229 540 916 1271 2177 3077 4239 6825 12112 26680
90 60 197 465 789 1100 1874 2648 3649 5874 10425 22962
75 146 345 585 815 1389 1964 2705 4357 7731 17029
0-50 255 600 1018 1419 2419 3419 4710 7584 13458 29644
100 60 235 554 940 1310 2234 3158 4351 7006 12432 27384
80 176 416 706 983 1676 2367 3263 5254 9324 20538
0-60 322 760 1290 1796 3063 4329 5964 9603 17041 37536
125 75 294 693 1176 1638 2793 3948 5439 8757 15540 34230
100 221 518 882 1229 2095 2961 4079 6568 11655 25672
0-75 381 900 1527 2128 3628 5128 7065 11376 20187 44467
150 100 329 775 1315 1831 3123 4414 6081 9791 17374 38270
125 243 575 975 1385 2316 3274 4510 7261 12885 28382
0-85 449 1060 1800 2505 4272 6939 8320 13396 23771 52362
175 125 360 849 1440 2006 3421 4835 6661 10725 19032 41923
150 265 625 1060 1476 2518 3558 5606 7893 14008 30855
0-100 509 1200 2037 2837 4838 6838 9420 15168 26916 59288
200 125 459 1082 1836 2557 4360 6164 8492 13672 24262 53442
150 389 917 1556 2167 3695 5223 7195 11584 20557 45232
0-120 560 1319 2238 3117 5360 7514 10351 16667 29577 65150
225 150 493 1162 1972 2747 4684 6621 9121 14686 26061 57405
175 416 980 1663 2316 3950 5583 7692 12384 21976 48409
0-130 628 1480 2511 3498 5964 8431 11614 18700 33184 73095
250 150 588 1386 2352 3276 5586 7896 10878 17514 31080 68460
200 441 1040 1764 2457 4190 5922 8159 13136 23310 51345
0-160 755 1775 3015 4200 7160 10120 13945 22450 39840 87760
300 175 715 1690 2865 3990 6800 9615 13250 21330 37850 83370
200 655 1550 2625 3655 6235 8810 12140 19545 34680 76400
0-200 4070 9460 14500 29980 51450
400 250 3860 8970 12380 27460 48750
300 3430 7970 11010 24410 43330
0-225 4580 10650 15000 32600 57890
450 300 4340 10090 13930 30890 54840
350 3860 8970 12380 27460 48750

Note: For inlet pressures in green shaded area, use low pressure main valve and low pressure femperature pilot.
For 400 & 450 PSIG inlet pressures, use HSP & HSP-SS regulator only.
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Regulators

HD Series

Pressure Regulating with PP & PP5 Spring-loaded Pilot

Pressure Pilot (Standard: 1.0 psig accuracy) PP
(High-accuracy: 0.5 psig accuracy) PP5

Pilot Body Material Cast Steel

Max Inlet Pressure 300 PSIG

Reduced Outlet Pressure Range 3-200 PSIG

Inlet Pressure Range

(with HD Standard main valve) 15-300 PSIG

(with HD Low-Pressure (LP) main valve) 5-20 PSIG

Minimum Differential Pressure

(with HD Standard main valve) 10 PSI

(with HD Low-Pressure (LP) main valve) 3 PSI

Typical Applications

Options

Pilot-Operated
REGULATORS

The PP & PP5 Pressure Pilots are used with the HD Regulator to
control steam pressure in sfeam mains or for process equipment.
Pilof-operated regulators maintain constant downstream pressure
even when the inlef pressure fo the valve fluctuates or steam
usage varies. The PP-Pressure Pilof is adequate for controlling
pressure in most industrial applications. For increased accuracy
use the PP5 Pilot.

® Pressure pilot can be used with temperature pilot to eliminate
the need for two separate regulators

® Solenoid pilot can be added for remote on/off control of regulator

Example: PP-B Pilot at 20-100 PSIG

Reduced Pressure Range Model Spring Weight
PP-Pressure Pilot (Standard) 1.0 PSIG accuracy Code Color bs
PP3-Pressure Pilot (Special Applications) 0.5 PSIG accuracy PP-Pressure Pilot (for Standard Industrial Applications) 1.0 PSIG accuracy
Features 325 PP-Y ellow 10
® The PP-Pilot can maintain downstream pressure fo +1 PSIG 20-100 PP-B Blue 10
® PP5-Pilot can maintain downstream pressure to +0.5 PSIG 80-200 PP-R Red 10
® Choices of ihree overlapping pressure ranges PP5-Pressure Pilot (Special Applications) 0.5 PSIG accuracy
® Pilot is easily installed on pilot adapter using four bolts, -
no tubing connections are required 1-10 PPS-Y Yellow 2
@ Full port strainer and blowdown valve on pilof adapfer for 10-25 PP5-B* Blue 25
proirechon .Of p”.m from d".t and SCO'? . * A Spacer (model # BAP-SPACE) is required when using PP5 Pressure Pilots
@ Solid floating diaphragm is more failure resistant ona 3" & 4” HD Main Valve.
@ \Watson McDaniel's pilots can be used with other
manufacturers’ regulators
Units: inches
HD Main Valve MATERIALS for PP Pressure Pilot
with PP Pilot Body WCB 216 Cast Steel apessure —»- .
H i justing Adjustin
PP-Pressure Pilot PP5 Pilof Body WCB 216 Cast Steel Screw Spring
Head & Seat Gasket 302 SS
Diaphragm Phosphor Bronze
Head & Seat Assembly | Hardened SST (55 Rc)
MATERIALS for HD Main Valve ?Zngg
Body Ductile Iron
Cover Ductile Iron
Gasket Grafoil/Garlock
Cover Screws Steel - Eie;nsing
Pilot Adapter Cast Steel Cor?nection
Screen Stainless Steel 1/4”NPT
Model Code for Main Valve: HD-17-F150 Tubing Copper
(2" HD Series Valve with 150# Flanges) Valve Seat Hardened SST (55 Rc) 5 pp
Model Code for Pilot: PP-B Valve Disc Hardened SST (55 Rc) 8PS’
(Pressure Pilot with 20-100 PSIG Range) Diaphragm Phosphor Bronze
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Regulators
HD Series

Pressure Regulating with PP & PP5 Spring-loaded Pilot

PP
PrS.slst:re
. 1O

Reducing Pressure . HD * ri‘fﬁlceetd
The PP-Pilot and the PP5-Pilot are both spring-adjusted pr'ens'se:re Main pressure
pressure pilots. The PP-Pilot is used on typical general- Valve
purpose pressure reducing applications. The PP5-Pilot is
used when higher accuracy is required and is capable of
maintaining a control pressure window of less than 1 PSI.

steam

inlet

—
. m g
~&— Pressure Adjustment @ -
Screw co
T
| 53
~ Pilot Downstream Pressure ) Oga
Diaphragm Sensing Line e« Pressure Adjustment 5
Spring Pilot Pilot Valve o
+ Pilot Valve Diaphragm
Pilot Valve Main Open
Closed
Main ose \ Valve
Valve \ Open
Closed Bleed
\ Orifice
High Low High Low
Presssure Pressure Pressure Pressure
¢ Pressure
Opens
Main Valve

Pilot valve opens and closes
depending on downstream pressure

When pilot valve (shown open)
opens, steam flows to
underside of

Diaphragm High-Pressure steam pushes up diaphragm

diaphragm & opens valve
How it Works

The Pressure Pilot conirols the operation of the HD Regulator. The sensing line connects the pressure pilot to the downsiream side
of the regulator. Pressure in the sensing line applies an upward force to the pilot diaphragm to compress the adjustment spring.
When system pressure equals set point, the diaphragm moves upwards against the force of the adjusting spring, closing pilot valve.
When the pilot valve is shut, steam cannot pass thru to the underside of the regulator diaphragm, closing the regulafor. When

the steam pressure falls below its set point, the pilot valve opens allowing steam fo lift the main valve diaphragm which opens

up the regulating valve.

DIMENSIONS HD-Series - inches

Main Face-To-Face Weight (lbs)
Valve Size NPT 150# 300# B C* D E** NPT FLG
l ~«—— Pilot 172" | 43/s - - 55/8 117/  63/a  73/a 18 -
¢ | s - - |sss s e 7 | 18 -
1" 538 51/2 6 64 117/  T/s  T13/a 23 35
14" | 6/2 - - 73/s  117/s 8ls  8l/a 43 -
~&—— Pilot 112" | 7V/a 678 738 | 738 117/s 8s 8l/a 43 60
Adapter 2" | 72 8/ 9 | 8/a 117z 107/s 82 | 65 85
212" - 93/8 10 9 117/6  113/a  81)2 - 105
3" - 10 103/4 | 87/s 117/ 131/a 91)2 - 145
B 4" - 117/ 121/2 11 117/s  143/a 101/2 - 235
6" - 151/8 16 1412 1212 193/4  113/a - 470
For PP5 Pilot: *  For sizes 1/2” fo 17/2” add 2/2” to "C” dimension;
For sizes 2" to 6” add 5" to "C” dimension.
D ** Add 17/2” to “E” dimension for all sizes.
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